
FREUDENBERG
FILTRATION TECHNOLOGIES

VILEDON CHEMCONTROL 
RECIRCULATION UNITS
ENERGY-EFFICIENT, LOW NOISE SYSTEM SOLUTIONS 
FOR ENHANCED CORROSION CONTROL

Many industrial processes generate contaminant gases that 
can cause  corrosion. Even minor damage to electronic com-
ponents can have serious consequences, e.g. fault signals, un-
planned downtime, high repair costs.

The Viledon® ChemControl Recirculation Unit (CRU) and 
the  Viledon® ChemControl Recirculation Pressurization Unit 
(CRPU) are multi-stage  filtration systems that reliably provide 
complete protection against corrosion. 

In both systems, Viledon® Compact pocket  filters are used in 
the  pre-filtration stage. Positioned before and after the fan, 
the Viledon®  ChemControl Modules with pellets eliminate 
harmful gases. Viledon®  MaxiPleat cassette filters ensure se-
cure fine filtration. Integrated pressure gauges allow for reli-
able monitoring onsite.
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How Viledon® ChemControl Recirculation Units work

Intake of contaminated room air

Intake of outside air 
Viledon® CRPU model only

Pre-filtration 
Viledon® Compact pocket filter (G 4, acc. to EN 779:2012)

1st gas phase filtration stage 
Viledon® ChemControl Module CCM1205 with pellets

Fan with energy-saving EC motor, meeting the ErP 2015 
 directive for increased minimum efficiency ratings
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2nd gas phase filtration stage 
Viledon® ChemControl Module CCM1205 with pellets

Fine filtration 
Viledon® MaxiPleat cassette filter (F 8, acc. to EN 779:2012)

Purified air 
free of fine particles and contaminant gases

AIR FILTERS CLASS M5 – F9

High efficiency EC fan technology 
meets the ErP directive for 2015

Double wall casings for improved noise 
reduction in operation

Control unit protected according 
to IP54 standard

Particle filters meet the F1 fire classification 
according to DIN 53438

Units optimized for high energy 
efficiency performance

Units meet the requirements 
of the applicable EC directives

Viledon® fine filters are 
certified by Eurovent
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Freudenberg Filtration Technologies SE & Co. KG
69465 Weinheim, Germany
Phone +49 (0) 6201 80-6264 | Fax +49 (0) 6201 88-6299
viledon-gasphase@freudenberg-filter.com
www.freudenberg-filter.com
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VILEDON® CRU

Standard casing: low noise double 

wall (DW) casing with aluminum 

edges and plastisol-coated panels. N
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1800 DW 1,800 2,600 × 750 × 750 550 4 1 1 ~ 0.8

1800 DW stainless steel* 1,800 2,600 × 750 × 750 580 4 1 1 ~ 0.8

3600 DW 3,600 2,600 × 1,500 × 750 650 8 2 2 ~ 1.3

3600 DW stainless steel* 3,600 2,600 × 1,500 × 750 680 8 2 2 ~ 1.3

VILEDON® CRPU

Standard casing: low noise double 

wall (DW) casing with aluminum 

edges and plastisol-coated panels. N
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1800 DW 1,800 2,600 × 750 × 750 560 4 1 1 ~ 0.8

1800 DW stainless steel* 1,800 2,600 × 750 × 750 590 4 1 1 ~ 0.8

3600 DW 3,600 2,600 × 1,500 × 750 660 8 2 2 ~ 1.3

3600 DW stainless steel* 3,600 2,600 × 1,500 × 750 690 8 2 2 ~ 1.3

VILEDON CRU 
The ‘recirculating air filtration’ system
The Viledon® ChemControl Recirculation Unit (CRU) is a system fully based on re-
circulated air filtration. This makes it an ideal addition for rooms that are supplied 
with filtered air and  maintained at positive pressure using a Viledon® ChemControl 
Deep-Bed Pressurization Unit (CDBPU).

VILEDON CRPU 
The ‘outside air + recirculating air filtration’ system for overpressure generation
Using an admixture of outside air, the Viledon® ChemControl Recirculation Pressur-
ization Unit (CRPU) can maintain a slight positive pressure within the room to be 
protected. At moderate concentrations of corrosive gases, the Viledon® CRPU can be 
operated without the use of a Viledon® ChemControl Deep-Bed Pressurization Unit.

* Stainless steel casing also available as single wall (SW) model

* Stainless steel casing also available as single wall (SW) model

The figures given are mean values subject to tolerances due to normal production fluctuations. Our explicit written confirmation is always required for the correct-
ness and applicability of the information involved in any particular case. Subject to technical alterations.


