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FILTAC DROPLET SEPARATOR 
DS-F 

 

 

Key features 

O 2-3 stage coalescor 

O Filter stage with easy access 

O Front, side or back serviced 

O Filter frames in standard measures 

O Droplet separator same as DS-A 

O High efficiency 

O Low pressure drop 

O Face velocity between 2-4 m/s 

O Flanged connection with rounded edges 

O Sizes up to 2900x2500 (WxH) 

Droplet Separator Filter is designed for the marine & offshore environment where there are 
demands for higher air quality. The DS-F is a two- to three stage solution with filtration depending 
on need and can be dimension for face velocities up to 4 m/s.  

The first stage is the droplet separator that consists of vertical vanes with water separation 
efficiency up to 99.9%. The second stage is a filter stage that works as a coalescor. This 
coalescor prevent dirt, salt and moisture from entering the system. The final stage consists of a 
fine filter that separates the finest particles from the airstream. 

It is possible to use regular framed filters as well as pads combined with our pad frames. The DS-
F can be made as front, back or side serviced for easy access to the filters.  

The housing is welded and can be made in stainless steel, galvanized steel or painted carbon 
steel. The vanes are made of marine grade aluminium. 
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Technical Specification 

1 Unit   
1.1 Type Filtac DS-F 
2 Performance   
2.1 Face velocity 2-4 m/s 
2.2 Air flow rate 0,32-58 m3/s/unit (1150-104400 m3/h/unit) 
2.3 Separation efficiency Acc. to diagram on datasheet DS-A. 22°C, 22% 

humidity, DEHS-aerosol; density: 0,91 g/cm3 
2.4 Pressure drop  
 - Droplet separator See datasheet DS-A 
 - Coalescor Depending on filter 
 - Fine filter stage Depending on filter 

3 Connections   
3.1 Flange Standard c-c 150mm, rounded corners 

Spec. flanges as option 
3.2 Drain Order specific 
4 Material    
4.1 Housing, material options: Stainless steel, aluminium, Steel (painted or 

galvanized) 
 Flange Same as housing 
 Thickness options: 2-3 mm 
4.2 Vanes Marine grade Aluminium 
4.3 Spacer PPTV, black polypropylene Talcum reinforced 
5 Physical characteristic   
5.1 Size Width<2900mm 
  Height<2500mm 
  Depth: Depending on no. of stages 
  Spacer distance 25, 33mm 
5.2 Weight, housing Order specific 
6 Air filter   

6.1 Coalescor media G4-M6 
 Fine filter media F7-F9 (Can be supplied in EPA-class acc. to EN1822) 
 Gas adsorption media Depending 

 

Air intake with coalescor, gas adsorption and silencer 


